




Specifications 

Range 

Output Power 

Transmit Activation 

Transmitter Band 

Number of Channels 

Battery Type 

Battery Life 

Housing 
', 

Housing Dimensions 

Max Depth 

Operating Temperature 

Low Battery Indicator 

POWER C0"-4 

310000 
P/N: 900471-000 

--

3000 Meters* 
-�

25 Watts 
-

Push-To-Talk & vex

31 - 33 KHz 

4 Channels 

Rechargeable Lithium-Ion 

14 Hours·· 

Injection-Molded Polycarbonate 

Height: 7" Width: 4.2" Depth: 2.65" 

300 Feet 

0° C to 60° C (32° F to 140° F) 

Blinking Red LED and Audio Indicator 

Range can be more or less than stated and is dependent 
on water conditions (i.e. Depth, Noise, Thermoclines, etc.). 

A combination of high sea state and acoustic shadowing 
will severely limit range. 

Battery Life can range from 10-14 hours depending on 
usage, age of battery and temperature. 

POWER C0"-4 

50000 
P/N: 900472-000 

� ·-
5000 Meters* 

-

35 Watts 

Push-To-Talk & vex

·-'L, 

' ,n , 

25 - 33 KHz 1 
8 Channels � 

Rechargeable Lithium-Ion 

14 Hours·· 

Injection-Molded Polycarbonate 

Height: 7" Width: 4.2" Depth: 2.65" 

300 Feet 

0° C to 60° C (32° F to 140° F) 

Blinking Red LED and Audio Indicator 

IIIL'4i(�()II 
P/N· 900473-000 

6000D 

6000 Meters* 

70 Watts /,, 
Push-To-Talk '/ 
25 - 33 KHz 

2 Channels 

Rechargeable Lithium-Ion 

14 Hours·· 

Injection-Molded Polycarbonate 

Height: 7" Width: 4.2" Depth: 2.65" 

300 Feet 

0° C to 60° C (32° F to 140° F) 

Blinking Red LED and Audio Indicator 
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